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or any check standard deviation great-
er than 0.10 milligrams per liter, con-
duct an investigation into the cause of 
such violation or deviation and, after 
restoring method performance to sta-
tistical control, retest retained sam-
ples from batches originally tested 
since the last satisfactory quality con-
trol material or check standard testing 
occasion. 

(5) Retain results of quality control 
testing and retesting of retained sam-
ples under paragraph (d)(3) of this sec-
tion for five years. 

[69 FR 39185, June 29, 2004] 

§ 80.583 What alternative sampling and 
testing requirements apply to im-
porters who transport motor vehi-
cle diesel fuel, NRLM diesel fuel, or 
ECA marine fuel by truck or rail 
car? 

Importers who import diesel fuel sub-
ject to the 15 ppm sulfur standard 
under § 80.510(b) or (c) or 80.520(a) into 
the United States by truck or by rail 
car may comply with the following re-
quirements instead of the requirements 
to sample and test each batch of fuel 
designated as subject to the 15 ppm sul-
fur standard under § 80.581 otherwise 
applicable to importers: 

(a) Terminal testing. For purposes of 
determining compliance with the 15 
ppm sulfur standard, the importer may 
use test results for sulfur content test-
ing conducted by the foreign truck- 
loading or rail car-loading terminal op-
erator for diesel fuel contained in the 
storage tank from which trucks or rail 
cars used to transport diesel fuel des-
ignated as subject to the 15 ppm sulfur 
content standard into the United 
States are loaded, provided the fol-
lowing conditions are met: 

(1) The sampling and testing shall be 
performed after each receipt of diesel 
fuel into the storage tank, or imme-
diately before each transfer of diesel 
fuel to the importer’s truck or rail car. 

(2) The sampling and testing shall be 
performed according to § 80.580. 

(3) At the time of each transfer of 
diesel fuel to the importer’s truck or 
rail car for import to the U.S., the im-
porter must obtain a copy of the ter-
minal test result that indicates the 
sulfur content of the truck or rail car 

load, or truck or rail car compartment 
load, as applicable. 

(b) Quality assurance program. The im-
porter must conduct a quality assur-
ance program, as specified in this para-
graph (b), for each truck or rail car 
loading terminal. 

(1) Quality assurance samples must 
be obtained from the truck-loading or 
rail car loading terminal and tested by 
the importer, or by an independent lab-
oratory, and the terminal operator 
must not know in advance when sam-
ples are to be collected. 

(2) The sampling and testing must be 
performed using the methods specified 
in § 80.580. 

(3) The frequency of the quality as-
surance sampling and testing must be 
at least one sample for each 50 of an 
importer’s trucks or rail cars that are 
loaded at a terminal, or one sample per 
month, whichever is more frequent. 

(c) Party required to conduct quality 
assurance testing. The quality assurance 
program under paragraph (b) of this 
section shall be conducted by the im-
porter. In the alternative, this testing 
may be conducted by an independent 
laboratory that meets the criteria 
under § 80.65(f)(2)(iii), provided the im-
porter receives copies of all results of 
tests conducted no later than 21 days 
after the sample was taken. 

(d) Alternative batch designations. For 
purposes of maintaining batch records 
under §§ 80.592, 80.600, and 80.602, des-
ignation of batches under § 80.598, and 
reporting under §§ 80.593, 80.601, and 
80.604: 

(1) In lieu of treating each portion of 
a tank truck compartment delivered to 
a different facility as a different batch, 
a truck importer may treat each com-
partment as a batch, if all the fuel in 
the compartment is delivered only to 
retail outlets, wholesale purchaser- 
consumers or other end users. Where 
different compartments contain homo-
geneous product of identical designa-
tions, the total volume of those com-
partments may be treated as a single 
batch, if the entire volume is delivered 
only to retail outlets, wholesale pur-
chaser-consumers or other ultimate 
consumers. 

(2) Each portion of a rail car (or rail 
cars) delivery of a different designation 
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or each delivery to a different facility 
is considered to be a separate batch. 

(e) EPA inspections of terminals. EPA 
inspectors or auditors must be given 
full and immediate access to the truck 
or rail car-loading terminal and any 
laboratory at which samples of diesel 
fuel collected at the terminal are ana-
lyzed, and must be allowed to conduct 
inspections, review records, collect die-
sel fuel samples and perform audits. 
These inspections or audits may be ei-
ther announced or unannounced. 

(f) Certified DFR-Diesel. This section 
does not apply to Certified DFR-Diesel 
as defined in § 80.620. 

(g) Effect of noncompliance. If any of 
the requirements of this section are 
not met, all motor vehicle diesel fuel 
and NRLM diesel fuel imported by the 
truck or rail car importer during the 
time the requirements are not met is 
deemed in violation of the 15 ppm sul-
fur diesel fuel standards in § 80.510(b) or 
(c) or § 80.520(a), as applicable. Addi-
tionally, if any requirement is not met, 
EPA may notify the importer of the 
violation, and, if the requirement is 
not fulfilled within 10 days of notifica-
tion, the truck importer may not in 
the future use the sampling and testing 
provisions in this section in lieu of the 
provisions in § 80.581. 

[69 FR 39186, June 29, 2004, as amended at 75 
FR 22971, Apr. 30, 2010] 

§ 80.584 What are the precision and ac-
curacy criteria for approval of test 
methods for determining the sulfur 
content of motor vehicle diesel fuel, 
NRLM diesel fuel, and ECA marine 
fuel? 

(a) Precision. (1) For motor vehicle 
diesel fuel and diesel fuel additives sub-
ject to the 15 ppm sulfur standard of 
§ 80.520(a)(1) and NRLM diesel fuel and 
diesel fuel additives subject to the 15 
ppm sulfur standard of § 80.510(b) and 
(c), a standard deviation less than 0.72 
ppm, computed from the results of a 
minimum of 20 repeat tests made over 
20 days on samples taken from a single 
homogeneous commercially available 
diesel fuel with a sulfur content in the 
range of 5–15 ppm. The 20 results must 
be a series of tests with a sequential 
record of the analyses and no omis-
sions. A laboratory facility may ex-
clude a given sample or test result only 

if the exclusion is for a valid reason 
under good laboratory practices and it 
maintains records regarding the sam-
ple and test results and the reason for 
excluding them. 

(2) For motor vehicle diesel fuel sub-
ject to the 500 ppm sulfur standard of 
§ 80.520(c), and for NRLM diesel fuel 
subject to the 500 ppm sulfur standard 
of § 80.510(a), of a standard deviation 
less than 9.68 ppm, computed from the 
results of a minimum of 20 repeat tests 
made over 20 days on samples taken 
from a single homogeneous commer-
cially available diesel fuel with a sul-
fur content in the range of 200–500 ppm. 
The 20 results must be a series of tests 
with a sequential record of the anal-
yses and no omissions. A laboratory fa-
cility may exclude a given sample or 
test result only if the exclusion is for a 
valid reason under good laboratory 
practices and it maintains records re-
garding the sample and test results and 
the reason for excluding them. 

(3) For ECA marine fuel subject to 
the 1,000 ppm sulfur standard of 
§ 80.510(k), of a standard deviation less 
than 18.07 ppm, computed from the re-
sults of a minimum of 20 repeat tests 
made over 20 days on samples taken 
from a single homogeneous commer-
cially available diesel fuel with a sul-
fur content in the range of 700–1,000 
ppm. The 20 results must be a series of 
tests with a sequential record of the 
analyses and no omissions. A labora-
tory facility may exclude a given sam-
ple or test result only if the exclusion 
is for a valid reason under good labora-
tory practices and it maintains records 
regarding the sample and test results 
and the reason for excluding them. 

(b) Accuracy. (1) For motor vehicle 
diesel fuel and diesel fuel additives sub-
ject to the 15 ppm sulfur standard of 
§ 80.520(a)(1) and NRLM diesel fuel and 
diesel fuel additives subject to the 15 
ppm sulfur standard of § 80.510(b) and 
(c): 

(i) The arithmetic average of a con-
tinuous series of at least 10 tests per-
formed on a commercially available 
gravimetric sulfur standard in the 
range of 1–10 ppm sulfur shall not differ 
from the accepted reference value 
(ARV) of that standard by more than 
0.54 ppm sulfur; 

VerDate Mar<15>2010 09:38 Sep 09, 2010 Jkt 220158 PO 00000 Frm 00954 Fmt 8010 Sfmt 8010 Y:\SGML\220158.XXX 220158er
ow

e 
on

 D
S

K
5C

LS
3C

1P
R

O
D

 w
ith

 C
F

R


		Superintendent of Documents
	2014-08-27T13:41:54-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




